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PART NO MIN DIA MAX DIA W

QR-104 1-3/4" 7" 1/2"

QR3-104 1-3/4" 7" 9/16"

QR-128 1-3/4" 8-1/2" 1/2"

QR3-128 1-3/4" 8-1/2" 9/16"

QR-152 1-3/4" 10" 1/2"

QR3-152 1-3/4" 10" 9/16"

QR-188 1-3/4" 12-1/4" 1/2"

QR3-188 1-3/4" 12-1/4" 9/16"

QR-232 1-3/4" 15" 1/2"

QR3-232 1-3/4" 15" 9/16"

QR-258 1-3/4" 16-1/4" 1/2"

QR3-258 1-3/4" 16-1/4" 9/16"

QR-288 1-3/4" 18-1/2" 1/2"

QR3-288 1-3/4" 18-1/2" 9/16"

QR-312 1-3/4" 20" 1/2"

QR3-312 1-3/4" 20" 9/16"

Notes:
RoHS Compliant - No Hexavalent Chromium - Cr(VI)1.
Durability Torque 80 in·lbsMin2.
All surfaces to be clean and polished3.
Parts to be free of burrs and sharp edges4.
Material: Band and Housing - 200 Series Stainless Steel5.
                 Screw -  Zinc Plated
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